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§585.77

requirements (S9) of Standard No. 214
shall submit a report to the National
Highway Traffic Safety Administration
providing the information specified in
paragraph (c) of this section and in
§585.2 of this part.

(2) [Reserved]

(b) Phase-in reporting requirements.
Within 60 days after the end of each of
the production years ending August 31,
2011, August 31, 2012, August 31, 2013,
and August 31, 2014, each manufacturer
shall submit a report to the National
Highway Traffic Safety Administration
concerning its compliance with the
moving deformable barrier require-
ments of S7 of Standard No. 214 and
with the vehicle-to-pole requirements
of S9 of that Standard for its vehicles
produced in that year. Each report
shall provide the information specified
in paragraph (c¢) of this section and in
section 585.2 of this part.

(c) Advanced credit phase-in report con-
tent—(1) Production of complying vehi-
cles. With respect to the reports identi-
fied in §585.76(a), each manufacturer
shall report for the production year for
which the report is filed the number of
vehicles, by make and model year:
That are certified as meeting the mov-
ing deformable barrier test require-
ments of S7.2 of Standard No. 214, Side
impact protection (49 CFR 571.214), and
that are certified as meeting the vehi-
cle-to-pole test requirements of S9 of
Standard No. 214.

(2) [Reserved]

(d) Phase-in report content—(1) Basis
for phase-in production goals. Each man-
ufacturer shall provide the number of
vehicles manufactured in the current
production year, or, at the manufactur-
er’s option, in each of the three pre-
vious production years. A new manu-
facturer that is, for the first time,
manufacturing passenger cars for sale
in the United States must report the
number of passenger cars manufac-
tured during the current production
year.

(2) Production of complying vehicles.
Each manufacturer shall report for the
production year being reported on, and
each preceding production year, to the
extent that vehicles produced during
the preceding years are treated under
Standard No. 214 as having been pro-
duced during the production year being

49 CFR Ch. V (10-1-10 Edition)

reported on, information on the num-
ber of vehicles that meet the moving
deformable barrier test requirements
of S7 of Standard No. 214, Side Impact
Protection (49 CFR 571.214), and the
number of vehicles that meet the vehi-
cle-to-pole test requirements of S9 of
that standard.

[72 FR 51972, Sept. 11, 2007, as amended at 73
FR 32485, June 9, 2008]

§585.77 Records.

Each manufacturer shall maintain
records of the Vehicle Identification
Number for each vehicle for which in-
formation is reported under §585.76
until December 31, 2018.

[73 FR 32485, June 9, 2008]

Subpart |—Electronic  Stability
Control System Phase-In Re-
porting Requirements

SOURCE: 72 FR 17316, Apr. 6, 2007, unless
otherwise noted.

§585.81 Scope.

This subpart establishes require-
ments for manufacturers of passenger
cars, multipurpose passenger vehicles,
trucks, and buses with a gross vehicle
weight rating of 4,636 kilograms (10,000
pounds) or less to submit a report, and
maintain records related to the report,
concerning the number of such vehicles
that meet the requirements of Stand-
ard No. 126, Electronic stability control
systems (49 CFR 571.126).

§585.82 Purpose.

The purpose of these reporting re-
quirements is to assist the National
Highway Traffic Safety Administration
in determining whether a manufac-
turer has complied with Standard No.
126 (49 CFR 571.126).

§585.83 Applicability.

This subpart applies to manufactur-
ers of passenger cars, multipurpose
passenger vehicles, trucks, and buses
with a gross vehicle weight rating of
4,536 kilograms (10,000 pounds) or less.
However, this subpart does not apply
to manufacturers whose production
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